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CONSTRUCTION DETAILS C&P M19

INSTALL MODIFIED PEDESTAL POLE BASE (MD 801.01) FOR 10 FT. PEDESTAL POLE WITH BREAKAWAY
COUPLINGS (MD 818.16-01), COUNTDOWN PEDESTRIAN. SIGNALS. AUDIBLE TACTILE PUSHBUTTON STATION AND sncn.
~ (NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND).
B. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED
C. INSTALL VIDEO DETECTION CAMERA ON EXISTING MAST ARM.
D. REMOVE EXISTING PAVEMENT MARKING LINES. -
€. INSTALL 24 IN. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARK ING
FOR STOP LINE.
F. INSTALL *2 IN. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING
FOR CROSSWALKS.
G. REMOVE EXISIING POLE AND FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. V
H. REMOVE EXISTING SIGNAL HEADS AND INSTALL NEW BLACK FACE LED SIGNAL HEADS ON EXISTING
- MAST ARM AS SHOWN.
J. REMOVE EXISTING PEDESTRIAN SIGNALS AND PUSHBUTTON ON EXISTING POLE AND INSTALL COUNTDOWN
" PEDESTRIAN SIGNALS. AUDIBLE TACTILE PUSHBUTTON STATION AND SIGN.
K. USE EXISTING CONDUIT.
L. USE EXISTING HANDHOLE.
M. USE EXISTING HANDHOLF AND ADJUST 10 GRADE.
N. USE EXISTING CABINET AND CINTRBLLER.
"P. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED (REPLACE SIDEWALK AS NECESSARY)
0. OISCONNECT AND a&uove LOOP WIRE FROM EXISTING DETECTOR. |
| S. INSTALL 1 IN. LIOUID TIGHT FLEX:BLE NON-METALLIC CONDUIT
= === == = EX]STING FOR oarecraa SLEEVE.
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GENERAL NOTES

THE CONTRACTOR SHALL VERIFY ALL PROPDSED POLE AND CABINET
LOCATIONS PRIOR TO INSTALLATION.

FOR F INAL PAVEMENT MARK INGS REFER TO THE PAVEMENT MARKING
PLANS. OTHER THAN THOSE DETAILED ON THE PLAN, ALL PAVEMENT
g#ﬂgéNggSSHALL BE INSTALLE(: IN ACCORDANCE WITH MSHA

ANDA .

AERIAL CABLE DETAIL
—— PRIMARY s80r
SECONDARY
CABLE

ALL EXISTING TRAFFJC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
glligPEﬂTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEH
NAL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
gIgNMé gAELE T0 THE APPROPRIATE TERMINALS AND PROPERLY LABEL
ACH CABLE.

THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR -
TO INSTALL ING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

ALL. TRAFFIC SIGNAL FOUNDATIGNS.SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01. MD 818.02. MD 818,04,
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EOUIPMENT.

PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY
A PERSON IN A WHEELCHAIR REACHING LESS THAN 18" FROM A 60" X 60"
LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%

Consulting Engineers

BRUDIS & ASSOCIATES, INC.

89220 Rumsey Road; Sulte 110
Columbla, Marytand 21046
Phone 410-884-3607 -

www.brudis.com
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ARE INTENDED.
LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION
REQUIREMENTS OF MUTCD SEC. 4E.09 AND F1G. 4E.2 AND THE NCHRP
PUBLICATION. “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE”.
IF NOT MET. THE CONTRACTOR 1S TO STOP WORK ON PUSHBUTTON LOCATIONS
UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE DIRECTOR. OFF ICE OF
TRAFFIC AND SAFETY.

THE CONTRACTOR SHALL COORDINATE WITH THE PROPERTY OWNER [N
THE SOUTHEAST QUADRANT PRIOR TO INSTALLATION OF THE SIDEWALK RAMPS.
OFFICE OF TRAFFIC & SAFETY

' TRAFFIC ENGINEERING DESIGN DMSION

MD 187 (CLD GEORGETOWN RD)
AND AUBURN AVE.

TRAFFIC SIGNAL PLAN

PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY
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